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(d) When MSHA has determined that 
all applicable requirements of this part 
have been met, the applicant will be 
authorized to attach an approval plate 
to each machine that is built in strict 
accordance with the drawings and spec-
ifications filed with MSHA and listed 
with MSHA’s formal approval. A design 
of the approval plate will accompany 
the notification of approval. (Refer to 
§§ 18.10 and 18.11.) 

(e) Approvals are issued only by Ap-
proval and Certification Center, Box 
201B Industrial Park Road, Dallas 
Pike, Triadelphia, W. Va. 26049. 

[33 FR 4660, Mar. 19, 1968, as amended at 43 
FR 12314, Mar. 24, 1978; 52 FR 17514, May 8, 
1987]

§ 18.81 Field modification of approved 
(permissible) equipment; applica-
tion for approval of modification; 
approval of plans for modification 
before modification. 

(a) An owner of approved (permis-
sible) equipment who desires to make 
modifications in such equipment shall 
apply in writing to make such modi-
fications. The application, together 
with the plans of modifications, shall 
be filed with Approval and Certifi-
cation Center, RR 1, Box 251, Industrial 
Park Road, Triadelphia, WV 26059. 

(b) Proposed modifications shall con-
form with the applicable requirements 
of subpart B of this part, and shall not 
substantially alter the basic functional 
design that was originally approved for 
the equipment. 

(c) Upon receipt of the application 
for modification, and after such exam-
ination and investigation as may be 
deemed necessary by MSHA, MSHA 
will notify the owner and the District 
office of the mine workers’ organiza-
tion having jurisdiction at the mine 
where such equipment is to be operated 
stating the modifications which are 
proposed to be made and MSHA’s ac-
tion thereon. 

[33 FR 4660, Mar. 19, 1968, as amended at 43 
FR 12314, Mar. 24, 1978; 60 FR 35693, July 11, 
1995]

§ 18.82 Permit to use experimental 
electric face equipment in a gassy 
mine or tunnel. 

(a) Application for permit. An applica-
tion for a permit to use experimental 

electric face equipment in a gassy mine 
or tunnel will be considered only when 
submitted by the user of the equip-
ment. The user shall submit a written 
application to the Assistant Secretary 
of Labor for Mine Safety and Health, 
1100 Wilson Blvd., Room 2322, Arling-
ton, Virginia 22209–3939, and send a 
copy to Approval and Certification 
Center, RR 1, Box 251, Industrial Park 
Road, Triadelphia, WV 26059. 

(b) Requirements—(1) Constructional. 
(i) Experimental equipment shall be so 
constructed that it will not constitute 
a fire or explosion hazard. 

(ii) Enclosures designed as explosion-
proof, unless already certified, or com-
ponents of previously approved (per-
missible) machines, shall be submitted 
to MSHA for inspection and test and 
shall meet the applicable design re-
quirements of subpart B of this part. 
Components designed as intrinsically 
safe also shall be submitted to MSHA 
for investigation. 

(iii) MSHA may, at its discretion, 
waive the requirements for detailed 
drawings of component parts, inspec-
tions, and tests provided satisfactory 
evidence is submitted that an enclo-
sure has been certified, or otherwise 
accepted by a reputable testing agency 
whose standards are substantially 
equivalent to those set forth in subpart 
B of this part. 

(2) Specifications. The specifications 
for experimental equipment shall in-
clude a layout drawing (see Figure 1 in 
Appendix II) or photograph(s) with the 
components, including overcurrent-
protective device(s) with setting(s) 
identified thereon or separately; a wir-
ing diagram; and descriptive material 
necessary to insure safe operation of 
the equipment. Drawings already filed 
with MSHA need not be duplicated by 
the applicant, but shall be properly 
identified. 

(c) Final inspection. Unless equipment 
is delivered to MSHA for investigation, 
the applicant shall notify Approval and 
Certification Center, RR 1, Box 251, In-
dustrial Park Road, Triadelphia, WV 
26059, when and where the experimental 
equipment will be ready for inspection 
by a representative of MSHA before in-
stalling it on a trial basis. Such inspec-
tion shall be completed before a permit 
will be issued. 
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